UNPAVED
AREAS

SEE NOTE 5
(TYP)

THE WORD “WATER” Case 22-01D

ON COVER (TYP)

Existing

1/4”

MEDIUM BROOM

MAX

THE WORD "WATER”
ON COVER (TYP)

INSTALL 8" CI FRAME
AND COVER
PER DETAIL 270

FINISH WITH

T

RADIALLY SCORED

— [

MARKS (4 MIN)

EXISTING
BITUMINOUS
PAVEMENT

RISER P|PE%

CONCRETE RISER

16"
(TYP)

8” THICK
CONCRETE RING
W/ 30" OUTSIDE DIA

FINISH

GRADE
(TYP) \m

8"
(TYP)

TYPE A’
(TO BE USED IN AREAS SUBJECT TO
VEHICULAR TRAFFIC)
COVER ONLY
/ (DETAIL 270)

VIEW A—A
SEE NOTE 2

NOTES:

VALVE BOX SHALL BE ADJUSTED TO THE FINISHED GRADE PRIOR
TO PLACEMENT OF CONCRETE.

FOR DEPTHS OVER 5’ SEE NOTE 7

2. USE DEEP SKIRTED LID (4” OR MORE) TYPE, SLIDING 5, [
ADJUSTABLE CAST IRON VALVE BOX C.I. MIN 30,000 P.S.I. N CLASS "B
3. GROUND BELOW THE CONCRETE RISER PAD TO BE COMPACTED T CONCRETE
95% MAXIMUM DENSITY. ~ e RISER PAD PER
4. CUT RISER PIPE TO LENGTH IN FIELD. CAUTION: IF EXISTING e SECT 725
RISER IS ASBESTOS—CEMENT PIPE (ACP) FOLLOW OSHA Izzzzﬁ. —
GUIDELINES FOR WORKING WITH ACP. 18T
5. #4 REINFORCING STEEL HOOP EQUALLY CENTERED HORIZONTALLY
& VERTICALLY.
6. CONCRETE SHALL BE CLASS "AA” PER SECTION 725. A—
7. WATER VALVE EXTENSIONS SHALL BE INSTALLED WHEN THE
DIMENSION FROM FINISH GRADE TO THE TOP OF THE OPERATING TYPE 'B’
NUT EXCEEDS 5 FEET. SEE DETAIL 393 FOR VALVE EXTENSION. (NOT SUBJECT TO VEHICULAR TRAFFIC)
DETAIL NO. M:snslgg;‘-\nnl\' . STANDARD DETA'L VALVE BOX INSTALLATION REVISED DETAIL NO.
391-1 GOVERNMENTS ENGLISH AND GRADE ADJUSTMENT 01-01-2018 391—-1
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THE WORD "WATER" Proposed THE WORD "WATER”
ON COVER (TYP) P ON COVER (TYP)
INSTALL 8" ClI FRAME
Ll [Z|% AND COVER
/3 PER DETAIL 270
MEDIUM BROOM o~
FINISH WITH B
RADIALLY SCORED
UNPAVED MARKS (4 MIN)
AREAS
EXISTING
BITUMINOUS
PAVEMENT : ~
' =
' o
/ o
ot
CONCRETE RISER RISER PIPE g
PAD
| TYPE A 0
(TO BE USED IN AREAS SUBJECT TO 5
SEE NOTE 5 VEHICULAR TRAFFIC) 3
(TYP) ———— . 2
| | ] 0 % g:)
| | 8" THICK & [ COVER ONLY |&
I I CONCRETE RING b FINISH (DETAIL 270) |
£ 1\ W/ 30" OUTSIDE DIA | GRADE o
| (P e TR |2
VIEW A—A Il L
SEE NOTE 2 : -
NOTES:
1. VALVE BOX SHALL BE ADJUSTED TO THE FINISHED GRADE PRIOR
TO PLACEMENT OF CONCRETE.
2. USE DEEP SKIRTED LID (4" OR MORE) TYPE, SLIDING B
ADJUSTABLE CAST IRON VALVE BOX C.I. MIN 30,000 P.S.I. CLASS "B"
3. GROUND BELOW THE CONCRETE RISER PAD TO BE COMPACTED CONCRETE
4. CUT RISER PIPE TO LENGTH IN FIELD. CAUTION: IF EXISTING SECT 725
RISER IS ASBESTOS—CEMENT PIPE (ACP) FOLLOW OSHA
GUIDELINES FOR WORKING WITH ACP.
5. #4 REINFORCING STEEL HOOP EQUALLY CENTERED HORIZONTALLY
& VERTICALLY.
6. CONCRETE SHALL BE CLASS "AA" PER SECTION 725,
7. WATER VALVE EXTENSIONS SHALL BE INSTALLED WHEN THE
DIMENSION FROM FINISH GRADE TO THE TOP OF THE OPERATING TYPE B’
NUT EXCEEDS 5 FEET, SEE DETAIL 393 FOR VALVE EXTENSION, (NOT SUBJECT TO VEHICULAR TRAFFIC)
TAIL NO. REVISED TAIL NO.
PETAL NO AN o, STANDARD DETAL VALVE BOX INSTALLATION TRLNO
A \TION o
391-1 AL\ coveanmvents  ENGLISH AND GRADE ADJUSTMENT 01-01-2022 291—1
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P A

VALVE BOX AND COVER

FOR DETAIL 391-1,
TYPE A

VALVE BOX AND COVER

FOR DETAIL 391-1
TYPE B

VALVE BOX AND COVER

FOR DETAIL 391-1,

Existing

NOTES:

1.

THE DEBRIS CAP SHALL BE DESIGNED AND INSTALLED TO
PREVENT DEBRIS SUCH AS DIRT, DUST SAND, ETC., FROM
PASSING AROUND THE CAP AND DOWN INTO THE VALVE
HOUSING.  THE CAP SHALL BE HELD IN PLACE BY A
MECHANISM WHICH WILL NOT DAMAGE THE VALVE HOUSING.

THE CAP SHALL BE MANUFACTURED OF CORROSIVE
RESISTANT MATERIALS.

. DEBRIS CAP SHALL BE INSTALLED AS CLOSE UNDER THE

CAST IRON COVER WITHOUT INTERFERING WITH COVER
OPERATION.

THE CAP SHALL BE CAPABLE OF SECURELY HOLDING A
STANDARD LOCATING COIL, "SCOTCH MARK” 4 DISK MARKER
BY 3M OR EQUAL.

THE CAP SHALL BE CONSTRUCTED TO ALLOW THE DEVICE
TO BE SECURED BY A LOCK. THE LOCK (PAD, BARREL, ETC.)
SHALL BE SUPPLIED BY THE AGENCY.

. THE CAP SHALL BE INSTALLED IN ALL VALVE HOUSINGS AS

REQUIRED BY THE CONTRACT DOCUMENTS OR BY THE
AGENCY'S POLICIES.

IYPE C ———DEBRIS CAP
£\
TYPE C
DETAIL NO. REVISED DETAIL NO.
392 | ALK e SR 2 DEBRIS CAP INSTALLATION o-oizos | 392
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VALVE BOX AND COVER

FOR DETAIL 391-—1

TYPE A

VALVE BOX AND COVER
FOR DETAIL 391-1

TYPE B

W 2

X

TYPE 'A

=——DEBRIS CAP

7

; N
NN

NAA

DEBRIS CAP

VALVE BOX AND COVER
FOR DETAIL 391-1

Proposed

NOTES:

1.

THE DEBRIS CAP SHALL BE DESIGNED AND INSTALLED TO
PREVENT DEBRIS SUCH AS DIRT, DUST SAND, ETC., FROM
PASSING AROUND THE CAP AND DOWN INTO THE VALVE
HOUSING. THE CAP SHALL BE HELD IN PLACE BY A
MECHANISM WHICH WILL NOT DAMAGE THE VALVE HOUSING.

THE CAP SHALL BE MANUFACTURED OF CORROSIVE
RESISTANT MATERIALS.

DEBRIS CAP SHALL BE INSTALLED AS CLOSE UNDER THE
CAST IRON COVER WITHOUT INTERFERING WITH COVER
OPERATION.

THE CAP SHALL BE CAPABLE OF SECURELY HOLDING A
STANDARD LOCATING COIL, "SCOTCH MARK" 4 DISK MARKER
BY 3M OR EQUAL.

THE CAP SHALL BE CONSTRUCTED TO ALLOW THE DEVICE
TO BE SECURED BY A LOCK. THE LOCK (PAD, BARREL, ETC.)
SHALL BE SUPPLIED BY THE AGENCY.

THE CAP SHALL BE INSTALLED IN ALL VALVE HOUSINGS AS
REQUIRED BY THE CONTRACT DOCUMENTS OR BY THE
AGENCY'S POLICIES.

TYPE C ———DEBRIS CAP
\/\’ ]
TYPE C
DETAIL NO. STANDARD DETAIL REVISED DETAIL NO.
392 | AN Sz=SEene " "ENGLISH DEBRIS CAP INSTALLATION o020 | 392
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Example

(2) NO.2 HOOPS FOR 4~
RING TIED WITH NO. 4 A.S.& W. GAUGE WIRE.
6" & 8” RING REQUIRE (4) NO. 2 HOOPS.

NOTES (TYPE "A’):

1. CONTRACTORS SHALL ADJUST ALL
MANHOLE RINGS AND COVERS, INCLUDING
MANHOLES OUTSIDE OF THE PAVEMENT.

2. ADJUSTMENT SHALL BE CONSTRUCTED PER

/4, 1/4 MAG SECTION 345.
2-1/8"_| |1=5/8" | |1-3/4"_ 3. MANHOLE COATINGS PER SECTION 626.
N2 | \ 4. GROUT SHALL BE USED BETWEEN FRAME
" \ /,—i AND ADJUSTING RING TO ACHIEVE WATER
, - 3 TIGHTNESS.
s T o |k
aa O ’ o R :co ‘T
ni a4 a9,
1/4 1/4"
2-1/4" 1” 2-1/4
e SPACER TYPE REQUIRED THICKNESS
BRICK A AN 2"
ADJUSTING RING DETAIL CREATER THAN 2
MEDIUM BROOM 4"X2" STEEL SPACER %' 10 2
FINISH WITH LESS THAN 5"
RADIALLY SCORED — CROUT 2
MARKS (4 MIN.)
12" MIN. EXISTING OR
OUT OF RECENTLY
PAVEMENT—FINIS BOTH SIDES INSTALLED
GRADE PAVEMENT

I NN >
o CROVEANIEROR L IAAAY  #4 REINFORCING STEEL HOOP EQUALLY
S5 v CENTERED HORIZONTALLY & VERTICALLY
CONCRETE COLLAR, R ADJUSTMENT RINGS [ (IF REQUIRED BY AGENCY)
CLASS °AA’ CONCRETE K CONTINUOUS ) )
PER SECT. 725 & 505 —— R2 127 MIN, 18" MAX
— CONE SECTION ADJUSTING RINGS
SUBGRADE PREPARATION TO YA
CONFORM TO SECT. 301 OR 601
TYPE 'A’ CONCRETE RINGS
DETAIL NO. o MARICOPA STANDARD DETAIL MANHOLE FRAME REVISED DETAIL NO.

ASSOCIATION of

4221 | AN s s ENGLISH AND COVER ADJUSTMENT

01-01-2022 |  422-1
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